
  SITE PLAN NOTES 
 

1. DEMOLISH PORTIONS OF EXISTING STRUCTURE AS DELINEATED IN DEMOLITION 
FLOOR PLANS AND DEMO ELEVATIONS ON SHEETS A-2.1, A-2.2, A-2.3 AND 

STRUCTURAL DRAWINGS.  
2. DEMOLISH EXISTING CONCRETE SLAB. 

3. NEW LOCATION OF MONROE STATION HISTORIC STRUCTURE.  SEE FLOOR 
PLANS AND STRUCTURAL PLANS.  FINISH FLOOR ELEV. (FFE) = N.G.V.D. +8.97’. 

4. RELOCATE EXISTING “Wildlife Check Station” SIGN. 
4A. NEW LOCATION OF EXISTING “Wildlife Check Station” SIGN 

5. DO NOT DISTURB EXISTING CHECK STATION STRUCTURE. 

6. DO NOT DISTURB EXISTING WOOD SIGN. 
7. EXISTING TREE TO REMAIN. 

8. EXISTING UTILITY POLE (TYP).   
9. EXISTING METAL SHED AND ELECTRIC METER. 

10.  EXISTING CHAIN-LINK FENCE AND GATE. 
11.  EXISTING OVERHEAD POWERLINE. 

12.  EXISTING OVERHEAD POWERLINE / WIRES TO BE REMOVED. 
13. EXTENT OF EXISTING HISTORIC MONROE STATION TO BE RELOCATED TO AREA 

SHOWN BY NOTE 3 ABOVE. 
14.  EXISTING “Historic Monroe Station” SIGN. 

15.  EXISTING STOP SIGN 
16.  EXISTING SEPTIC TANK COVER 

17.  EXISTING PHONE BOX 
18.  BUILDING AREA INDICATED BY DASHED LINE SHALL BE TREATED FOR TERMITE 

CONTROL.  TWO CERTIFICATES MUST BE PROVIDED BY THE PEST CONTROL 

COMPANY.  ONE OF THEM TO BE DELIVERED TO THE OWNER, THE OTHER ONE 
TO BE PROMINENTLY DISPLAYED AT THE JOB SITE. 


